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HOW TO CONTACT US:
US Customer Service: +1 724 334 5000
EU Customer Service: +353 1 284 6388
CAN Customer Service: +1 905 882 8985

FOR MORE INFO:
Scan the QR code to learn 
more about the MGS-410 and 
other Bacharach products.

FEATURES BENEFITS
Mobile App Interface

Pre-calibrated Sensor

Semi-automated Calibration

Low Temperature 
Performance

Digital Communications
Audio & Visual Alarms

Multiple Cable Entries and 
Terminals

DESCRIPTION

Integrated audio / 
visual alarms

MGS-410 Gas Detector
For Safety Compliance in Mechanical Equipment Rooms, Freezers and Cold Rooms
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SPECIFICATIONS

Status Indicator  (green, red, orange)

Audio Alarm

Power  (auto selecting)  (max)

Approvals

Ambient Conditions

PRODUCT CONFIGURATIONS

Enclosure Rating

Digital Communications

Sensor

Size (130 × 130 × 68 mm)

Weight (Approx)  (260 g)

Sensor distance limited by voltage 
drops between controller and sensors. 

Modbus limit to < 1,000 ft (305 m)

Local Audible and 
Visual Alarms

Modbus

Power to sensors

100 - 240 VAC
Channel status - power, 

fault, low / high alarm

Inside Mechanical Room
 / Freezer / Cooler

Outside Mechanical Room /
 Freezer / Cooler

Integrated 
Perimeter 
Strobe



REFRIGER ANT SAFET Y COMPLIANCE

PART 
NUMBER

REPLACEMENT 
SENSOR

TARGET 
GAS

SENSOR 
TECHNOLOGY1 FULLSCALE RANGE ALARM RANGE LOW 

ALARM
HIGH 

ALARM
ACCURACY 

(% OF RANGE)
TEMPERATURE 

RANGE

6302-0003 6302-9003 O2 EC 30% Volume 4.5%-30% Vol 19.5% Vol 23% Vol ±5% -20°C to 50°C

6302-0026 6302-9026 NH3 EC 100ppm 15-100ppm 50ppm 90ppm ±5% -40°C to 40°C

6302-0028 6302-9028 NH3 EC 1,000ppm 150-1,000ppm 500ppm 900ppm ±5% -40°C to 40°C

6302-0029 6302-9029 NH3 EC 300ppm 10-300ppm 25ppm 150ppm ±5% -40°C to 40°C

6302-0037 6302-9037 NH3 EC 5,000ppm 750-5,000ppm 2,500ppm 4,500ppm ±5% -20°C to 40°C

6302-0040 6302-9040 CO EC 500ppm 20-500ppm 25ppm 100ppm ±5% -40°C to 50°C

6302-0041 6302-9041 NO2 EC 20ppm (20,000 ppb) 3,000-20,000ppb 5,000ppb 10,000ppb ±5% -20°C to 40°C

6302-0052 6302-9052 R-600 IR 100% LEL (1.4% Vol) 15-100% LEL 50% LEL 90% LEL ±5% -40°C to 50°C

6302-0053 6302-9053 R-50 IR 100% LEL (4.4% Vol) 15-100% LEL 50% LEL 90% LEL ±5% -40°C to 50°C

6302-0054 6302-9054 R-290 IR 100% LEL (1.7% Vol) 15-100% LEL 50% LEL 90% LEL ±5% -40°C to 50°C

6302-0069 6302-9069 NH3 CT 0-3% Volume 1 - 3.0% Vol 1% Vol 2% Vol ±5% -40°C to 50°C

6302-0070 6302-9070 NH3 CT 0-100% LEL (15% Vol) 15 - 100% LEL 25% LEL 50% LEL ±5% -40°C to 50°C

6302-0090 6302-9090 CO2 IR 5,000ppm 750-5,000ppm 2,500ppm 4,500ppm ±5% -40°C to 50°C

6302-0091 6302-9091 CO2 IR 10,000ppm 1,500-10,000ppm 5,000ppm 9,000ppm ±5% -40°C to 50°C

6302-0092 6302-9092 CO2 IR 20,000ppm 3,000-20,000ppm 10,000ppm 18,000ppm ±5% -40°C to 50°C

6302-0093 6302-9093 CO2 IR 30,000ppm 4,500-30,000ppm 15,000ppm 27,000ppm ±5% -40°C to 50°C

6302-0094 6302-9094 CO2 IR 40,000ppm 6,000-40,000ppm 20,000ppm 36,000ppm ±5% -40°C to 50°C

6302-0095 6302-9095 CO2 IR 50,000ppm 7,500-50,000ppm 25,000ppm 45,000ppm ±5% -40°C to 50°C

6302-0101 6302-9101 R-134a SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0103 6302-9103 R-404A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0105 6302-9105 R-407A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0107 6302-9107 R-410A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0109 6302-9109 R-22 SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0111 6302-9111 R-507A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C
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1 EC = Electrochemical Cell, IR = Infrared, CT = Catalytic Bead, SC = Metal-Oxide Semiconductor
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6302-0123 6302-9123 R-407C SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0126 6302-9126 R-407F SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0152 6302-9152 HFO1234ze SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0155 6302-9155 R-32 SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0156 6302-9156 R-448A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0157 6302-9157 R-452A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0158 6302-9158 R-513A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0159 6302-9159 R-434A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0160 6302-9160 R-450A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0161 6302-9161 HFO1234yf SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0163 6302-9163 R-452B SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0164 6302-9164 R-454A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0165 6302-9165 R-422A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0166 6302-9166 R-422D SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0167 6302-9167 R-427A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0169 6302-9169 R-449A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0170 6302-9170 R-454C SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0171 6302-9171 R-454B SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0172 6302-9172 R-455A SC 1,000ppm 150-1,000ppm 500ppm 900ppm -10%/+15% -40°C to 50°C

6302-0301 6302-9301 R-290 SC 5,000ppm 750-5,000ppm 800ppm 2,500ppm -10%/+15% -40°C to 50°C

6302-0310 6302-9310 R-290 SC 2,500ppm 400-2,500ppm 1,000ppm 2,000ppm -10%/+15% -40°C to 50°C
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1 EC = Electrochemical Cell, IR = Infrared, CT = Catalytic Bead, SC = Metal-Oxide Semiconductor


